Datenblattnummer 17200

ROOM4D Raumbediengerat/Controller mit integrierter CAN-Bus-Schnittstelle

DIGICONTROL R4D.RCO2...

ANWENDUNG

Der R4D.RCO2 ist ein Raum-Controller mit Bedienmoglichkeiten zum Heizen und Kihlen
von Raumen. Dem Benutzer stehen ein Taster und ein Sollwertsteller zur Verfiigung. Die ) B0 MO CO
Funktion des Tasters kann zur Prasenzeinstellung oder zum Einstellen von Lifterstufen

dienen. Der aktuelle Betriebszustand und die eingestellte Sollwertverschiebung werden

mit verschieden farbigen LEDs angezeigt. Zusatzlich kann eine ECO-LED anzeigen, wie o )
energieeffizient die aktuelle Einstellung ist. Der R4D.RC02 besitzt vier digitale Eingdange ®

und zwei analoge Ausgange zur Ventilsteuerung. Der Raum-Controller kann lber externe

Gruppencontroller angesteuert werden. Im Bedarfsfall oder bei ®
Buskommunikationsstérungen kann der Raum-Controller auch autark regeln. Wird der

Taster zur Prasenzerkennung verwendet, ist ein energieeffizienter Betrieb mit 4 @ /
Betriebszustanden (Komfort, Abwesend, Nacht und Nutzungszeitverldngerung) o
vorgesehen. Der aktuelle Zustand wird an den 3 griinen Zustands-LEDs angezeigt. Fir
jeden Betriebszustand ist eine eigene Solltemperatur fiir die interne Regelung definiert.
Die Komfortraumtemperatur kann der Anwender mit dem Sollwertsteller um maximal 4
Stufen nach oben oder nach unten korrigieren. Die Sollwertverschiebung wird mit 5
LEDs die um den Sollwertsteller angeordnet sind angezeigt. Mit Hilfe des Prasenztasters
kann der Anwender seine An- bzw. Abwesenheit einstellen.

Bei der alternativen Konfiguration “Luftersteuerung” wird mit dem Taster die Stufe des
Lifters vorausgewahlt. Die jeweilige Stufe wird an den 3 griinen Zustands LEDs
angezeigt. Je nach Einstellung steht neben den Stufen O (Aus) bis 3 eine Automatik-
Stufe zur Verfliigung.

KO

R4D.RC02 mit Prasenztaster

KO

) 10 L@ Xe@

R4D.RCO2 mit Liftertaster

TYP FARBE
R4D.RC02 weiB
R4D.RC02-ANT anthrazit
R4D.RC02-ALU aluminium

TECHNISCHE DATEN

DIGICONTROL

Ausginge

Eingange

Montage

Spannung
Leistungsaufnahme
Sensor

Bedienelemente

Copyright © Bosch Building Automation GmbH | Die Angaben kénnen sich ohne vorherige Ankiindigung dndern 1

2 analoge Ausgange (0-10 V)
Nennstrom max. 4 mA pro Ausgang

4 digitale Eingange lber zusatzliches 0 V Ausgangssignal fiir interne Regelung
(Fensterkontakte, Taupunktwachter, Bewegungsmelder, ...)

Wandmontage oder auf UP-Dose @ 68 mm, luftdichte
Zweikammerdose

24V DC +10 %
0,5 W (ohne Last)
NTC 10 kQ, 0...70 °C, Genauigkeit +/- 0,4 K

Komfortraumtemperatur

Sollwertsteller (max. +/- 4 Stufen) 5 LEDs zur Anzeige der Sollwertverschiebung (2x blau,
1x orange, 2x rot)

Funktion mit Prasenztaster

3 Status LEDs flir Zustandsanzeige (abwesend, Nacht und Nutzungszeitverlangerung), 1
ECO LED (rot, orange, griin) gesteuert von der AS
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TECHNISCHE DATEN

DIGICONTROL

Schnittstellen

DIP-Schalter

Gehduse
Anschlussklemmen
Abmessungen

Schutzart

Funktion fir Liftertaster

Stufe 0: Aus, Stufen 1-3: Liftersteuerung oder Automatikstufe

CAN-Bus (62,5 kBit/s, 125 kBit/s, 500 kBit/s)

5-pol. DIP-Schalter zum Einstellen der Moduladresse

2-pol. DIP-Schalter flir CAN-Bus-Terminierung
4-pol. DIP-Schalter fiir CAN-Bus-Geschwindigkeit

ABS Polyman HH3, reflektorweil3 + 4 % UV

iber Schraubsteckklemmen fiir Drihte bis 1,5 mm?

82 x 82 x 34 (mit Anschlussklemmen) Millimeter

IP20

Normen/Regeln/Richtlinien/Zulassungen Siehe EU-Konformitatserklarung

Lagertemperatur
Umgebungstemperatur Betrieb

Umgebungsfeuchte

ELEKTRISCHER ANSCHLUSS

-10...+50 °C
+5...+40 °C

Bis 85 % rF ohne Betauung nach VDE 0160, EN 50178, KL. 3K3

CAN-04
CAN-05
+ 24V By + 24V/1
-24vi1 - 24V
-2WA1/.1 _x3|::| -X5|;| |;| -2W2/.2
NYMA 315 Tk e L vsTvzaos
X3.1] x32 X33L[X34H] X35
-2K1 +24v| 24V ’ ‘ CAN | CAN | GND |
AS addr. g .
R4D.RC02 CAN addr. 1N
Baud rate &=
D0 [ DI | DI2 | DI3 | GND AQ-0 [ AO-T] GND
X4.1 | x42 | x43 | xa4 | x45 X46 | x47 | x48
Klemmennummer | Beschreibung
X3.1 +24V DC — Versorgungsspannung
X3.2 -24V DC — Versorgungsspannung
X3.3 -L CANO
X3.4 -H CANO
X3.5 GND (CAN)
X4.1 DI-0 (digitaler Eingang)
X4.2 DI-1 (digitaler Eingang)
X4.3 DI-2 (digitaler Eingang)
X4.4 DI-3 (digitaler Eingang)
X4.5 GND (digitale Eingénge)
X4.6 AO-0 (analoger Ausgang)
X4.7 AO-1 (analoger Ausgang)
X4.8 GND (analoge Ausgange)
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DIGICONTROL R4D.RCO2...

ERGANZUNGSDATEN

Adressierung
Jeder R4D.RCO02 der mit dem HOST-System verbunden wird, muss liber eine eindeutige Gerateadresse verfligen. Eine
Mehrfachbelegung einer Adresse ist nicht zuldassig und kann zu Fehlern fiihren.

Moduladressierung

Adresse |[DIP1 |DIP2 [DIP3 | DIP4 | DIP5
2 1 0 0 0 0
3 0 1 0 0 0
4 1 1 0 0 0
5 0 0 1 0 0
6 1 0 1 0 0
7 0 1 1 0 0
8 1 1 1 0 0
9 0 0 0 1 0
10 1 0 0 1 0
11 0 1 0 1 0
12 1 1 0 1 0
13 0 0 1 1 0
14 1 0 1 1 0
15 0 1 1 1 0
16 1 1 1 1 0
17 0 0 0 0 1
18 1 0 0 0 1
19 0 1 0 0 1
20 1 1 0 0 1
21 0 0 1 0 1
22 1 0 1 0 1
23 0 1 1 0 1
24 1 1 1 0 1
25 0 0 0 1 1
26 1 0 0 1 1
27 0 1 0 1 1
28 1 1 0 1 1
29 0 0 1 1 1
30 1 0 1 1 1
31 0 1 1 1 1
32 1 1 1 1 1

CAN-Bus-Terminierung, 2-pol. DIP-Schalter

DIP-Schalter Beschreibung

1
2 CAN-Bus-Terminierung
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CAN-Bus-Geschwindigkeit, 4-pol. DIP-Schalter

DIP 1 DIP 2 DIP 3 DIP 4 CAN-Bus- maximale
Geschwindigkeit Leitungslénge
ON OFF 500 kBit/ s 100 m
OFF ON 125kBit/s 500 m
ON ON 62,5 kBit/ s 1000 m

DIP-Schalter zur Einstellung der CAN-
Bus-Geschwindigkeit

Klemmnummer X3:1-5

1 L

L _ DIP-Schalter CAN-Bus-Terminierung

- / Klemmnummer X4:1-8

DIP-Schalter zur Moduladressierung

ZUBEHOR

Geratedose fiir Hohlwand-Installation in luftdichter Ausfiihrung mit Dichtungsmembranen, Typ R4D.RC01-02-HwD.

ANWENDUNGSAUSSCHLUSS

Dieses Produkt ist fiir den Einsatz in sicherheitsrelevanten Anwendungen nicht geeignet.

Bosch Building Automation GmbH
Kapellenweg 42

D-33415 Verl

Tel.: +49 (0) 5246 962-0
www.digicontrol.info

24.01.2024 / Rev.13
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DIGICONTROL

ROOM4D Room operating device/controller with integrated CAN bus interface

DIGICONTROL R4D.RCO2...

APPLICATION

The R4D.RCO02 is a room-controller with control options for heating and cooling rooms. A
pushbutton and set point adjuster are available for the user. The pushbutton can serve
for presence detection or can be used for setting the fan stages. The present operating
state and the adjusted set point offset are displayed with multicolored LEDs. An ECO-
LED can additionally display how energy efficient the current setting is. The R4D.RC02
has four digital inputs and two analogue outputs for valve control. The room-controller
can be controlled by external group controllers. In case of bus communication failures of
if necessary, the room-controller can control independently. The pushbutton is used for
presence detection, an energy-efficient operation with four operating states
(convenience, absent, night and extension of usage period) is intended. The current
status is displayed at the three green LEDs. For the internal control an own set point
temperature is defined for each operating state. The user can regulate the convenience
room temperature day with the set point adjuster for a maximum of four stages upwards
or downwards. The set point offset is displayed with the 5 LEDs which are arranged
around the set point adjuster. The user can set his presence or absence by means of the
presence button. In the alternative configuration “fan control” the fan stages are
switched with the push button.

The respective stage is displayed at the three green LEDs. Depending on the setting,
additionally to the stages 0 (OFF) till 3, an automatic stage is available.

TYPE COLOUR
R4D.RC02 white
R4D.RC02-ANT anthracite
R4D.RC02-ALU aluminium

SPECIFICATIONS

) O M@ C@ 0O

R4D.RCO2 with presence button

) L0 L@ L@ Ko

R4D.RCO2 with fan button

Outputs 2 analogue outputs (0-10 V)
Nominal current max. 4 mA per output

Inputs 4 digital inputs over 0 V output signal for internal control (window contact, dew-point

monitor, motion detector, ...)

Mounting Wall mounting or installation on flush-type box @ 68 mm,

hermetically sealed dual chamber box

Voltage 24VDC+10%

Power consumption 0.5 W (without load)

Sensor NTC 10 kQ, 0...70 °C, accuracy +/- 0,4 K
Operating elements Convenience room temperature

Set point adjuster (max. +/- 4 stages) 5 LEDs for display of set point offsets (2x blue, 1x

orange, 2x red)
Function with presence button

3 status LED for status display (absent, night and extension of usage period), 1 ECO LED

(red, orange, green) controlled by the AS
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DIGICONTROL R4D.RCO2...

SPECIFICATIONS

DIGICONTROL

Interfaces

DIP switch

Housing

Connecting terminals

Dimensions

Protection class
Standards/rules/guidelines/approvals
Storage temperature

Operating temperature

Ambient humidity

ELECTRICAL CONNECTIONS

Function with fan button

Stage 0: OFF, stages 1-3: fan control or automatic stage
CAN bus (62.5 kBit/s, 125 kBit/s, 500 kBit/s)

5-pole DIP switch for adjusting the module address
2-pole DIP switch for CAN bus termination

4-pole DIP switch for CAN bus speed

ABS Polyman HH3, reflector white + 4 % UV
Via screw terminals for wires up to 1.5 mm?

82 x 82 x 34 (with terminal clamp) millimeters

IP20

See EC Declaration of Conformity
-10...+50 °C

+5...+440 °C

Up to 85 % rh. without condensation acc. to VDE 0160, EN 50178, Class 3K3

CAN-04
CAN-05
+ 2411 _— + 24V
- 24V/1 - 24V/1
-2W1/.1 _x3|::| _XSI;I I;I -2W2/.2
NYM3x15 e L o Tk | I L JvsTy 2aex0s
d_
X3.1 | x32 X33L[x3.4H[ x35
-2K1 +24v| -24v ’ ‘ CAN | CAN | GND |
AS addr. § =
R4D.RC02 CAN addr.: g
Baud rate & =
D10 [ D1 | DI-2 | DI-3 [ GND AC-0 [ AO-1] GND
¥41 | X42 | x43 | x44 | x45 X46 | X47 | x48
Terminal number | Description
X3.1 +24V DC — supply voltage
X3.2 -24V DC — supply voltage
X3.3 -L CANO
X3.4 -H CANO
X3.5 GND (CAN)
X4.1 DI-0 (digital input)
X4.2 DI-1 (digital input)
X4.3 DI-2 (digital input)
X4.4 DI-3 (digital input)
X4.5 GND (digital inputs)
X4.6 AO-0 (analogue output)
X4.7 AO-1 (analogue output )
X4.8 GND (analogue outputs)
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SUPPLEMENTARY DATA

DIGICONTROL

Adressing

Each R4D.RC02 which is connected with the host system must have a unique device address. Multiple assignment of an address is

not permitted and can lead to faults.

Module addressing
Address |DIP1 [DIP2 [ DIP3 [DIP4 | DIP5
2 1 0 0 0 0
3 0 1 0 0 0
4 1 1 0 0 0
5 0 0 1 0 0
6 1 0 1 0 0
7 0 1 1 0 0
8 1 1 1 0 0
9 0 0 0 1 0
10 1 0 0 1 0
11 0 1 0 1 0
12 1 1 0 1 0
13 0 0 1 1 0
14 1 0 1 1 0
15 0 1 1 1 0
16 1 1 1 1 0
17 0 0 0 0 1
18 1 0 0 0 1
19 0 1 0 0 1
20 1 1 0 0 1
21 0 0 1 0 1
22 1 0 1 0 1
23 0 1 1 0 1
24 1 1 1 0 1
25 0 0 0 1 1
26 1 0 0 1 1
27 0 1 0 1 1
28 1 1 0 1 1
29 0 0 1 1 1
30 1 0 1 1 1
3 0 1 1 1 1
32 1 1 1 1 1

CAN bus termination, 2-pole DIP switch

DIP switch Description

1
2 CAN bus termination
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CAN bus speed, 4-pole DIP switch

DIP 1 DIP 2 DIP 3 DIP 4 CAN bus speed Maximum wire
length
ON OFF 500 kBit/ s 100 m
OFF ON 125kBit/s 500 m
ON ON 62.5 kBit / s 1000 m

DIP switch for setting the
CAN bus speed

Terminal number X3:1-5

DIP switch CAN bus termination

; /Terminal number X4:1-8

\ DIP switch for module addressing

ACCESSORIES
Socket box for hollow wall mounting in air-tight design with sealing membranes, type R4D.RC01-02-HwD.

APPLICATION EXCLUSION

This product is not suitable for use in safety-related applications.

Bosch Building Automation GmbH
Kapellenweg 42

D-33415 Verl

Phone: +49 (0) 5246 962-0
www.digicontrol.info

24.01.2024 / Rev.13
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