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ANWENDUNG 

Der R4D.RC03 ist ein Raum-Controller mit integrierter CAN-Bus-Schnittstelle zur 
Integration in das Raumautomationsnetzwerk. 
Für die Raumtemperaturregelung ist der R4D.RC03 mit zwei Digitalausgängen (0V/24V 
DC) ausgestattet, die wahlweise schaltend oder pulsweitenmoduliert (PWM) 
angesteuert werden können. Hierbei übernehmen eine übergeordnete 
Automationsstation (AS) oder die integrierten PI-Regler für den Heiz- und Kühlbetrieb 
die Ansteuerung der Stellantriebe. Die Raumtemperatur wird über den integrierten 
Temperatursensor ermittelt. Über das angeschlossene Bussystem werden sämtliche 
Informationen an die übergeordnete AS übermittelt. 

 

 

Abbildung: R4D.RC03 

TYP FARBE 

R4D.RC03 weiß 

R4D.RC03-ALU aluminium 

R4D.RC03-ANT anthrazit 

  

TECHNISCHE DATEN 

Ausgänge 2 digitale Ausgänge (0 V/24 V DC), 2-Punkt (Auf/Zu), PWM 
 Nennstrom max 0,4 A pro Ausgang, max. Kurzschlussstrom 1,2 A 

Eingänge 4 digitale Eingänge über zusätzliches 0 V Ausgangssignal für interne Regelung 
(Fensterkontakte, Taupunktwächter, Bewegungsmelder, ...) 

Montage auf UP-Dose Ø 68 mm 

Spannung 24 V DC ± 10 % 

Leistungsaufnahme 0,5 W (ohne Last) 

Sensor NTC 10 kΩ 

Schnittstellen CAN-Bus (62,5 kBit/s, 125 kBit/s, 500 kBit/s) 

DIP-Schalter 5-pol. DIP-Schalter zum Einstellen der Moduladresse 
 2-pol. DIP-Schalter für CAN-Bus-Terminierung 
 4-pol. DIP-Schalter für CAN-Bus-Geschwindigkeit 

Gehäuse ABS Polyman HH3, reflektorweiß + 4 % UV 

Anschlussklemmen über Schraubsteckklemmen für Drähte bis 1,5 mm² 

Abmessungen 82 x 82 x 34 (mit Anschlussklemmen) Millimeter 

Schutzart IP20 

Normen/Regeln/Richtlinien/Zulassungen Siehe EU-Konformitätserklärung 

Lagertemperatur -10...+50 °C 

Umgebungstemperatur Betrieb +5...+40 °C 

Umgebungsfeuchte Bis 85 % rF ohne Betauung nach VDE 0160, EN 50178, Kl. 3K3 
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ELEKTRISCHER ANSCHLUSS 
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ERGÄNZUNGSDATEN 

Jeder R4D.RC03 der mit dem HOST-System verbunden wird, muss über eine eindeutige Geräteadresse verfügen. Eine 
Mehrfachbelegung einer Adresse ist nicht zulässig und kann zu Fehlern führen. 
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ZUBEHÖR 

R4D.RC01-02-HwD 
Gerätedose für Hohlwand-Installation in luftdichter Ausführung mit Dichtungsmembranen. 
  

  

ANWENDUNGSAUSSCHLUSS 

Dieses Produkt ist für den Einsatz in sicherheitsrelevanten Anwendungen nicht geeignet. 
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APPLICATION 

The R4D.RC03 is a room controller with an embedded CAN bus interface for integration 
into the room automation network. 
For the purpose of room temperature control, the R4D.RC03 is equipped with two 
digital outputs (0V/24V DC) which can be controlled either switching or pulse-width 
modulation (PWM). The superordinate controller or the integrated PI controllers for the 
heating or cooling mode take over the control of the actuators. The room temperature is 
detected via the integrated temperature sensor. All information is sent to the 
superordinate controller via the connected bus system. 

 

 

Figure: R4D.RC03 

TYPE COLOUR 

R4D.RC03 white 

R4D.RC03-ALU aluminium 

R4D.RC03-ANT anthracite 

  

SPECIFICATIONS 

Outputs 2 digital outputs (0 V/24 V DC), two-point (open/closed), PWM 
 Nominal current max 0.4 A per output, max short-circuit current 1.2 A 

Inputs 4 digital inputs over 0 V output signal for internal control (window contact, dew-point 
monitor, motion detector, ...) 

Mounting In a flush-mounted Ø 55mm connection box 

Voltage 24 V DC ± 10 % 

Power consumption 0.5 W (without load) 

Sensor NTC 10 kΩ 

Interfaces CAN bus (62.5 kBit/s, 125 kBit/s, 500 kBit/s) 

DIP switch 5-pole DIP switch for adjusting the module address 
 2-pole DIP switch for CAN bus termination 
 4-pole DIP switch for CAN bus speed 

Housing ABS Polyman HH3, reflector white + 4 % UV 

Connecting terminals Via screw terminals for wires up to 1.5 mm² 

Dimensions 82 x 82 x 34 (with terminal clamp) millimeters 

Protection class IP20 

Standards/rules/guideline/approvals See EC Declaration of Conformity 

Storage temperature -10...+50 °C 

Operating temperature +5...+40 °C 

Ambient humidity Up to 85 % rh. without condensation acc. to VDE 0160, EN 50178, Class 3K3 
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ELECTRICAL CONNECTIONS 
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SUPPLEMENTARY SUPPLY 

Each R4D.RC03 which is connected with the host system must have a unique device address. Multiple assignment of an address is 
not permitted and can lead to faults. 
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ACCESSORIES 

R4D.RC01-02-HwD 
Sockel box for hollow wall mounting in air-tight design with sealing membranes. 
  

  

APPLICATION EXCLUSION 

This product is not suitable for use in safety-related applications. 
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